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Integrated door closers

GEZE BOXER

GEZE Boxer - Integrated door closer,
closing force 2-4 und 3-6 nach EN 1154 A
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38 Product features

%? = Closersizes 2-4 and 3-6 EN 1154 A"
= O

<3 = Closer fully integrated into door leaf

= Guide rail only visible during opening moment

= Closing force, closing speed, hydraulic latching action
and hydraulic back check adjustable when installed

= Finish: silver

Application range
= Forrightand left hand closing doors

= (loser size 2-4
max. leaf weight approx. 130 kg
for leaf width up to 1100 mm
for leaf depth from 40 mm

= Closer size 3-6 ke
max. leaf weight approx. 180 kg Stadtverwaltung, Weimar

for leaf width up to 1400 mm
for leaf depth from 50 mm

Supplied as standard package

Integrated door closer complete with screw accessories
and installation instructions

Also necessary: guide rail with lever

Version with mechanical hold-open?

Integrated door closer complete with screw accessories
and installation instructions.

Also necessary:

guide rail with lever and mechanical hold-open device,
hold-open angle infinitely variable between 80° and 120°

Hotel Le Meridien Lav, Split

¥ In Germany an additional suitable certificate for the door is necessary with using on smoke and fire doors
2 In Germany not permitted for use with smoke and fire doors
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Integrated door closers

GEZE BOXER

Specification text Specification text i
[

Integrated door closer GEZE Boxer Integrated door closer GEZE Boxer

for single-action doors, leaf depth from 40 mm, for single-action doors, leaf depth from 50 mm,

according to EN 1154 A, size 2-4 according to EN 1154 A, size 3-6 3 §

with guide rail, adjustable (when installed) closing force, with guide rail, adjustable (when installed) closing force, E-}T?
= O

closing speed, latching action and back check. closing speed, latching action and back check. =3

The closer is completely installed into the door leaf, The closer is completely installed into the door leaf,

the guide rail is only visible when the door is open. the guide rail is only visible when the door is open.

For right and left closing doors, For right and left closing doors,

up to 130 kg leaf weight and up to 1100 mm leaf width up to 180 kg leaf weight and up to 1400 mm leaf width

Finish: silver Finish: silver
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Fig. 05-1 - GEZE Boxer size 2-4 with standard guide rail Boxer
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Fig 05-2 - GEZE Boxer size 3-6 with standard guide rail Boxer
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Integrated door closers

GEZE BOXER

Specification text

Integrated door closer GEZE Boxer with mechanical hold-open
device for single-action doors, leaf depth from 40 mm,

size 2-4 according to EN 1154 A,

guide rail with mechanical hold-open device, hold-open
angle infinitely variable between 80° and approx. 120°,
retaining force of hold-open device can be adjusted,
adjustable (when installed) closing force, closing speed,
latching action and back check.

The closer is completely installed into the door leaf,
the guide rail is only visible when the door is open.

For right and left closing doors,
up to 130 kg leaf weight and up to 1100 mm leaf width

Finish: silver

Specification text

Integrated door closer GEZE Boxer with mechanical hold-open
device for single-action doors, leaf depth from 50 mm,

size 3-6 according to EN 1154 A,

guide rail with mechanical hold-open device, hold-open
angle infinitely variable between 80° and approx. 120°,
retaining force of hold-open device can be adjusted,
adjustable (when installed) closing force, closing speed,
latching action and back check.

The closer is completely installed into the door leaf,
the guide rail is only visible when the door is open.

For right and left closing doors,
up to 180 kg leaf weight and up to 1400 mm leaf width

Finish: silver
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Fig. 06-1 - GEZE Boxer size 2-4 with guide rail Boxer with mechanical hold-open
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Fig. 06-2 - GEZE Boxer size 3-6 with guide rail Boxer with mechanical hold-open

GEZE DOOR TECHNOLOGY AND GLASS SYSTEMS




Integrated door closers

GEZE BOXER

GEZE Boxer P - Integrated double-action door closer

GEZE Boxer

Product features
= Closer sizes 2-4 according EN 1154

= (loser fully integrated into the door
leaf and guide rail only visible during
opening moment

Integrated
door closers

= Closing force, closing speed, latching 58 == o
action and back check adjustable
(when installed) from top

Application range

= For double-action doors

= Max. leaf weight approx. 80 kg
= Forleaf width up to 1100 mm

= Forleaf depth from 40 mm

Specification text

Integrated door closer GEZE Boxer P

for double-action doors, leaf depth from 40 mm,
according to EN 1154 A, size 2-4

with guide rail, adjustable (when installed) closing force,
closing speed, latching action and back check

The closer is completely integrated into the door leaf,
the guide rail is only visible when the door is open.

Up to 80 kg leaf weight and up to 1100 mm leaf width
Optionally with:
() guide rail with mechanical hold-open device

() guide rail with electromechanical hold-open device

Finish: silver
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Fig. 07-1 - Integrated double-action door closer GEZE Boxer P
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Smoke switch control unit RSZ 6, Certification No. Z-6.5-1755

& GEZE RSZ 6 smoke switch control unit Electrical data
with adaption of the alarm threshold = Smoke detection - optical scattered
and soiling indicator. light principle
38 = Voltage supply 230V AC UP
E-}T? The smoke switch control unit RSZ 6 = QOperation voltage
E -§ with integrated 24V DC power supply 230V AC, 50Hz 63W
unit is both a smoke detector for early = Total connected load max. 200 mA
detection of fire and also a smoke switch = Ambient temperature 0° to +50° C
to actuate hold-open systems for fire = Short-circuit proof
protection barriers. = Enclosure rating IP 20
332
306 53
Threated holes M5 Threated holes M5

Pany
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215, opening for 215, power supply cable
additional connections | (230V AC)

40

135

Fig. 08-1 - Dimensions smoke switch control unit RSZ 6

Potential-free Manual Output for
alarm contact release button, ~ Boxer E-quide rail
max. 24V, 1 A external
NC ——— [OXC
com————— ]
NO ﬁ
T
1211109 8 7 6 5 4321 230V AC
24V DC
f 0000 D ns [ o
i mains
I — | L | & | adapter +——®8u
g2 5 o—

Plug-in jumper to be

\‘ in position 1-2 '/
— —— Jumper 1 (black):
|gn remove when a release button
L 1 vl 1 is connected to terminal 5 and 6
! O}
3 @’4@ 5 Jumper 2 (red):
% remove when auxiliary detectors
ot Of ot o are connected
@ @’ @ o
8 8
2! | 2
@10 %m
@
1st auxiliary 2nd auxiliary
detector RS5 detector RS5

Fig. 08-2 - Connection diagram E-guide rail Boxer to smoke switch control unit RSZ 6
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ISM / E-ISM-guide rail Boxer, aluminium door GEZE Boxer ISM for double-leaf doors

3]
. . . . 5
with integrated mechanical closing sequence control
<]
5 2
Frame machining, moving leaf Frame machining, fixed leaf 2 3
g5
c O
) - T
y
85.5 616 486 85.5
150 50 T 50 150
} ’/\_ for Boxer Size 3-6 only Concealed power supply cable 24 V for E-ISM guide rail for Boxer Size 3-6 only _/\ -
g _\ iy f}
@ 1 1T 1T D
4 i ( _________________:tF || I . - ¥
[ '
a 7 1t U]
183 690 125 X 125 183 690
345 425
A
—-—( B
86.5 614 484 86.5
95 445 467 95
Countersunk screw SO 7046-1-MSx... (6x) - adjustment ISM/E-ISM Gleitschiene
f 7 | ] Product features
! s — —_ — —— — o — — — —— & = Closer sizes 2-4 / 3-6 according to EN 1154 A"
! E:—:::—:— e e Bl = = ISM guide rail with integrated mechanical closing sequence Mode of operation
! " = = : = : control according to EN 1158 The system GEZE Boxer ISM for double-leaf doors contains an
~F_) Countersunk screw SO 10642-MSx14 (4x) ! Countersunk screw gﬂ’# = Closer fully integrated into the door leaf and guide rail only integrated closing sequence control for both door leaves.
V - adjustment GEZE Boxer L | ISO 10642-MSx14 (4x) - adjustment GEZE Boxer visible during opening moment
L  r———————————————————— s .- ————————— _ = Mechanical hold-open device ? retro-fittable for both door leaves The door leaves are in open position when the door is going
1032 1032 - Retention force adjustable to be closed. The sequential closing function is provided by
. 249. . - . . ) ) B )
28 : 2498 - Hold-open position can be overridden the moving leaf being held-open (it "waits") until the fixed leaf
(107.8) (240 Moving leaf - left Fixed leaf - right (240) (107.8) ) ) , ) :
175 175 = Closing force, closing speed, latching action and back check is closed.
'
: 4+ e Y Y Y- — — " adjustable when installed
-] A Frame and door machining for right door leaf reversed 0 Frame and door machining for right door leaf reversed Finish: silver
Note: Dimensions size 2-4 in - :
Door leaf machining, moving leaf GEZE Boxer size 3-6 Door leaf machining, fixed leaf GEZE Boxer size 3-6
334 334 Application range
79 9 9 9 79 = For double-leaf right and left hand closing doors
183 690 183 720 ' 183 720 183 690 .
® TR [ 1 ] EFY v = (Closer size 2-4
5 H i
B L . Q‘V + | 1 &9& . N | — max. leaf weight approx. 130 kg
N Nl —'#— g - : l_l_ = ¥ : -g TN B leaf width min. 1300 mm - max. 2200 mm
I
" NI S < = y b S - Sha fixed leaf min. 540 mm
‘é ' *@» for leaf depth from 40 mm
94.5 293 2 . : .
' 93 4.3 I = Closer size 3-6
max. leaf weight approx. 180 kg
Door leaf machining, moving leaf GEZE Boxer size 2-4 Door leaf machining, fixed leaf GEZE Boxer size 2-4 leaf width rmin. 1300 mm - max. 2800 mm
82 320 5 5 320 82 fixed leaf min. 540 mm
183 690 I183 720 ' 183 720I 183 690 for leaf depth from 50 mm
¥ e 4 EFET v
5 H
gl_.;ﬁE_ R LA T | i T -9 —~—‘}-_~—8 Special version
f e - + R N Nt o y & i = For small doors 1130-1300 mm
N [ it ][RR ] .
éa 11 6’9 = Forasymmetrical doors
29 286 286 99
Fig. 16-1 - ISM/E-ISM guide rail Boxer size 2-4/3-6, aluminium door
Y In Germany an additional suitable certificate for the door is necessary with using on smoke and fire doors
2 In Germany not permitted for use with smoke and fire doors
16 GEZE DOOR TECHNOLOGY AND GLASS SYSTEMS Integrated door closers 9
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GEZE BOXER GEZE BOXER

GEZE Boxer E-ISM for double-leaf doors with integrated Special version for asymmetrical timber doors, rebated
4  closing sequence control and electromechanical hold-open
)
Frame machining, moving leaf Frame machining, fixed leaf
38
E 3 85.5 616 437 24.5
£ 8 5 - g . . . . ~ ~
S _QA' Concealed power supply cable 24V to E-ISM guide rail / moving leaf (GF) = right 7 © é & ° A_
i [ = = ~ .
LNy
wnl [ i ~ ~ _ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ RS _ _ — — — & A
ISR 0 ZN \ Y, /
E——————— +02 +0,
m— '; 'm = 125 3457 Concealed power supply cable 24V / 016 38002 &4
to E-ISM guide rail / moving leaf (GF) = left
693.5
A
=i B
86.5 614 B Cable 24 435 25.5
- " able
95 - B-B 10+ e 34
! re rope [
Product features // L2 7777 77T 7T 7777/ 77T 7777 777 77T 777 7 77 7777 777 7/ 777 7 77 77 /7777 7T 2 A7 77 7 7] # [z 72/ 7777/ 7777 7777 7777 7777 777 777 777 777 77T G 777 //‘
o
= Closer sizes 2-4 / 3-6 according to EN 1154 AV Mode of operation N / | e e e e e e . : o IE = — @ — — — @ — @ — @— @o— @—_— @o—_— @_— f/
e e e = = = = = = e e = === = = = = =V
= E-ISM guide rail with integrated mechanical closing sequence The system GEZE Boxer E-ISM contains electromechanical - e e —————— — T | ; —
T .
control according to EN 1158 and electromechanical hold-open devices for both door leaves and an integrated closing 5 \ I V&
hold-open device according to EN 1155 sequence control for both door leaves. 7
- Retention force adjustable ! i \ \
- Hold-open position can be overridden The door leaves are in open position with engaged hold-open BRAAAAAAEASAANAAAARAANANI AN ) ’ ol S A R A AN A AN AN AN AN
= Closing force, closing speed, latching action and back check devices when the door is going to be closed. The sequential ) 249.8 I (CO_Verfor ‘jucél 540 i 2498 782 |~
wire rope/cable
adjustable when installed closing function is provided by the moving leaf, which starts (240) ) ’ ) . (240) (828)
= Finish: silver the closing of the fixed leaf and being held-open (it "waits") Moving leaf - left | |_ Fixed leaf - right 150
until the fixed leaf is closed. - : s : : : : : : : : : : : : : : : : : : ! -
Application range Frame and door machining for right door reversed Frame and door machining for left door reversed
pp g - A -
B

= For double-leaf right and left hand closing doors Note: Dimensions size 2-4in ()

Door leaf machining, GEZE Boxer size 3-6 Door machining, fixed leaf GEZE Boxer size 3-6

= (loser size 2-4

. 540 420
max. leaf weight approx. 130 kg 79 334 334 54
leaf width min. 1300 mm - max. 2200 mm r—— 9 9 9 9 —+
fixed leaf min. 540 mm [
for leaf depth from 40 mm ‘ 7 N p ~ ‘
. . y n an/? - T \/%? n
Closer size 3-6 g_l__ JLIR IS B < - gl —HLls
wn
max. leaf weight approx. 180 kg | | will G J 1) s \4 B & + L il ¥ 1 1 |
leaf width min. 1300 mm - max. 2800 mm ()l )
Ls
fixed leaf min. 540 mm 94.5 293 293 69.5
for leaf depth from 50 mm 69 354 354 44
Door leaf machining, GEZE Boxer size 2-4 Door machining, fixed leaf GEZE Boxer size 2-4
Electrical data 540 420
= Operating voltage 24V DC + 15% 82 320 320 57

= Power consumption 2 x 100 mA

= Rating 100%
7 F) =+ )

_ _ | o_l___ Y ool 3 @ (T & | -4 Tg |
Special version | | R a Ry ) Y \ [ + L ~ " JEu |
= For small doors 1130-1300 mm 7N . i[ N\
= Forasymmetrical doors A 99 286 286 74 '

Kreissparkasse Ludwigsburg 72 340 et A

Fig. 15-1 - ISM/E-ISM guide rail Boxer asymmetrical partitionment, rebated timber door

" In Germany an additional suitable certificate for the door is necessary with using on smoke and fire doors

10 GEZE DOOR TECHNOLOGY AND GLASS SYSTEMS Integrated door closers 15
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GEZE BOXER

Special version for small timber doors, rebated

Integrated door closers

GEZE BOXER

Frame machining, moving leaf

Rahmenbearbeitung Standfliigel

245 579 437 245
<~ <
- Concealed power supply cable 24V to E-ISM guide rail / moving leaf (GF) = right + +O 7
& AP NEE -
. - A 7 Y )y
o X n
\m o) \ iy
[ Y|
A & L
+0. +0.2
64 308202 Concealed power supply cable 24V 216 380 64
to E-ISM guide rail / moving leaf (GF) = left
595.5
A
B
25.5 435 255
34i 277 B B-B s Cable2av 34
\ Wirerope /' (E-ISM)
! .
7, , TITT 77 oo | 7 Z )
[E—— — — — — — — — — — — /E ! o oo I — — — — — — — — — — [ o —
| I [ H 3 . N | 7
| = - T e e e e —— = = —— —3 — —_ = —— —— ——  ——  —
- L : : 1 N < * E
1
\ - | _
Cover for duct (wire
78.2 ) 249.8 ' ‘ rope/cable 24V) A ‘ 249.8 78.2
(82.8) : (240) Moving leaf - left i Fixed leaf - right (240) | (82.8)
150 | | 150
___i A Frame and door machining for right door leaf reversed ___| B ) ) ) ) Frame and door machining for left door leaf reversed
Note: Dimensions size 2-4 in ()
Door leaf machining, moving leaf GEZE Boxer size 3-6 Door leaf machining, fixed leaf GEZE Boxer size 3-6
417 417
54 334 334 54
S R [ 9 9 o 1
r 1 1 1
‘ t|_._| | | L._'.:' ‘
H 4 4 > 1) i (1 3\ N |
| 8J_‘—'——— _ g B Q‘/ 2 | | R%’ 2 N N = | .
1 D) N < .
| i d_ A ~ G p. -I—J \J & \—i— A it p. —b |
Jaa) )
L/ 7
69.5 293 293 69.5
44 | 354 354 |_44
Door leaf machining, moving leaf GEZE Boxer size 2-4 Door leaf machining, fixed leaf GEZE Boxer size 2-4
417 417
57 320 320 57
r ——.—i 9 9 9 9 i-———l
‘ Ei_.J I ! |_._|J ‘
7 3 ) 1 an 3 A ;
| g EPA | o [TI% ; T A | |
| i - N ™ ml A ) M i T § ™ m 4 17 i |
(D ! I."\I
N7 286 ! 286 74 Nb
47 | 340 340 |47

GEZE DOOR TECHNOLOGY AND GLASS SYSTEMS

Fig. 13-1 - ISM/E-ISM guide rail Boxer door leaf width 1130-1300 mm, rebated timber door

Specification text

Integrated door closer system GEZE Boxer ISM

for 2-leaf doors, according to EN 1154 A size 2-4,

for single-action doors, leaf depth from 40 mm,

guide rail with integrated mechanical closing sequence
control according to EN 1158,

adjustbale (when installed) closing force, closing speed,
latching action and back check,

certified by the FMPA Stuttgart,

with use on smoke and fire doors a suitable certificate
for the door is required.

Door leaf width:
min. 1300 mm
max. 2200 mm

Finish: silver

Specification text

Integrated door closer system GEZE Boxer E-ISM, 24V DC,
for 2-leaf single-action doors, leaf depth from 40 mm,
according to EN 1154 A, size 2-4,

guide rail with integrated closing sequence control
according to EN 1158 and electromechanical hold-open
device on both sides according to EN 1155,

hold-open angle infinitely variable from 80° to approx. 120°
to an exact position in accordance with EN 1155,
adjustable (when installed) closing force, closing speed,
latching action and back check

Building regulation approval for the use with smoke switch
control units GEZE RSZ 5 und RSZ 6

Door leaf width: min. 1300 mm / max. 2200 mm
Finish: silver

Notice guidelines of DIBt (in Germany)

Specification text

Integrated door closer system GEZE Boxer ISM

for 2-leaf doors, according to EN 1154 A size 3-6,

for single-action doors, leaf depth from 50 mm,

guide rail with integrated mechanical closing sequence
control according to EN 1158,

adjustable (when installed) closing force, closing speed,
latching action and back check,

certified by the FMPA Stuttgart,

with use on smoke and fire doors a suitable certificate
for the door is required.

Door leaf width:
min. 1300 mm
max. 2800 mm

Finish: silver

Specification text

Integrated door closer system GEZE Boxer E-ISM, 24V DC,
for 2-leaf single-action doors, leaf depth from 50 mm,
according to EN 1154 A, size 3-6,

guide rail with integrated closing sequence control
according to EN 1158 and electromechanical hold-open
device on both sides according to EN 1155,

hold-open angle infinitely variable from 80° to approx. 120°
to an exact position in accordance with EN 1155,
adjustable (when installed) closing force, closing speed,
latching action and back check

Building regulation approval for the use with smoke switch
control units GEZE RSZ 5 und RSZ 6

Door leaf width: min. 1300 mm / max. 2800 mm
Finish: silver

Notice guidelines of DIBt (in Germany)

Integrated door closers | 16
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Integrated door closers Integrated door closers

GEZE BOXER GEZE BOXER

ISM / E-ISM guide rail ISM / E-ISM guide rail, rebated timber door

3
Boxer size 2-4/3-6, rebated timber door
38
5 8 Frame machining, moving leaf Frame machining, fixed leaf
=) TS_ Dimensions Boxer size 2-4 9 9 9
= O
= = Min. leaf width 26, 14
B=1300 mm 5 85.5 616 486 85.5
= Max. leaf width L £ I _{]_}_ Concealed power supply cable 24V to E-ISM guide rail / moving leaf (GF) = right 7 _&}
_ i | | =
B=2200 mm 7= ©| ™ 1 = "
al [ o = =l N & Y =
0 = —_———— e —_——— T }-—-—'——-——-—-—-—-—-—-—-——-—-—-—-—-——-—};
Min. width of fixed leaf = 540 mm o \ oo & h J
plus space required for fixed leaf locking device = /l I/
125 216 125
; Concealed power supply cable 24V
Door opening angle approx. 120° 345 to E-ISM quide rail / moving leaf (GF) = left 425
693.5
A
———l 8
]
8:55 i o g o°B Lqn Ceble2sV 484 | ::.5
-—-! Wire rope S /' (E-I5M)
Fig. 12-1 - Dimensions GEZE Boxer size 2-4 (ISM/E-ISM, rebated timber door) 2 I T T TTT T T TTL T T T T T TTT LTI TTTL T T TS TTTL 7T T TTT T ST T T2 7777 WIIIPINIIIIS. /c Y ITA7 /727 T 7T T T T 7L 7T T I T TTTL TS TTT 2 7 T 7T T2 T T 77T 7 T 77 T7T 7708 /
= — — — —_— — — —_— — TP — o — = —_— — — —
% : I] o 4
N / s — — Sl H-FE : WE 77 NEm e % /]
L _— N7 .
o . N == N '
Dimensions Boxer size 3-6 I ] N
= Min. leaf width % 1 ' | §
B=1300 mm 3 NN \ —— ANNRN \ ANRNN \ 4 \ ) \ : ! NN . AVNNN ANAANRANNNN \;.F ANNNY
* Max leaf width Cm— S— = 103 249.8 | Cover for duct (wire | ‘ 249.8 1032 —
B = 2800 mm 2 gl (107.8) (240) Moving leaf —left 1 rope/cable 24V) Fixed leaf - right (240) | (107.8)
- é & 175 | | 175
< . T
Min. width of fixed leaf = 540 mm m{ 1 T = I ! ] 741_ — —_——— — ——————————————'—J - ——— —— ———————— ——.
. . . ™ A Frame and door machining for right door leaf reversed ___i Frame and door machining for left door leaf reversed
plus space required for fixed leaf locking device 5 Note: Dimensions size 2-4 in ()
f-_\ 3 f\ ol s Door leaf machining, moving leaf GEZE Boxer size 3-6 Door leaf machining, fixed leaf GEZE Boxer size 3-6
Door opening angle approx. 120° o 540 40
79 334 334 79
I — 9 9 9 9 ——
NN ] | ' N
AN AN 40 o= || |__|J
35 ! i
T s . | . e T T |||
B N T < - () - I L N I
L | :-i_ A Y, -I—J @ \4 \/ @ \-I— A ~ v, -ij [ J
Fig. 12-2 - Dimensions GEZE Boxer size 3-6 (ISM/E-ISM, rebated timber door) faa an)
94.5 293 293 94.5
69 | 354 354 ! 69
Door leaf machining, moving leaf GEZE Boxer size 2-4 Door leaf machining, fixed leaf GEZE Boxer size 2-4
540 540
82 320 320 82
i — 9 9 3 5 p—
O | L] ]
‘ Ll 4 o \ i ! (- N\ i
| I A Th= 9 | T T |
L o A ” . ) ! H (2] L ™ 4 14 L J
o\ | Jan)
72 | 340 340 ! 72
Fig. 13-1 - ISM/E-ISM guide rail Boxer size 2-4/3-6, rebated timber door
12 GEZE DOOR TECHNOLOGY AND GLASS SYSTEMS Integrated door closers 13




Integrated door closers

GEZE BOXER

ISM / E-ISM guide rail
Boxer size 2-4/3-6, aluminium door

GEZE Boxer

T8
Dimensions GEZE Boxer size 2-4 27 f.} s
= O
= Min. leaf width R _9 £3
B =1300 mm 5 8 © 3
= Max. leaf width g 2 = = s ar
B =2200 mm g /’ %‘ 5 3
5 9 "
Min. width of fixed leaf = 540 mm 3 © 9 N 1
plus space required for fixed leaf locking device 2 - -1 =
[©]
5 ., i
Door opening angle approx. 120° 9 ]
pening angle app g ¥ \
o)} © |
£ T
3 S T
O
C

Fig. 17-1 - Dimensions GEZE Boxer size 2-4 (ISM/E-ISM, aluminium door)

Dimensions GEZE Boxer size 3-6 R 32 5% 5

= Min. leaf width g © 3
B=1300 mm @ = s I =

= Max. leaf width P = S B
B =2800 mm < = | "

Min. width of fixed leaf = 540 mm
plus space required for fixed leaf locking device

51
51
54

Door opening angle approx. 120°

183

bedding layer provided by customer
1
72
& K J

c

Fig. 17-2 - Dimensions GEZE Boxer size 3-6 (ISM/E-ISM, aluminium door)

Integrated door closers 17
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GEZE BOXER

GEZE Boxer E - Integrated door closer
with electromechanical hold-open according to EN 1155

9]
X
°
I
w
N
L
(U]

38 Product features

%TS: = Closersizes 2-4 and 3-6 EN 1154 A"

= O

<3 = E-guide rail with electromechanical hold-open ?

according to EN 1155

= Retention force infinitely adjustable from approx.
80° up to approx. 120° to an definite position

= (loser fully integrated into door leaf

= Guide rail only visible during opening moment

= Closing force, closing speed, hydraulic latching action
and hydraulic back check adjustable when installed

= Finish: silver

Application range
= Forright and left hand closing doors
= Closer size 2-4
max. leaf weight approx. 130 kg Gerechtsgebouw, Gent
for leaf width up to 1100 mm

for leaf depth from 40 mm

= (loser size 3-6
max. leaf weight approx. 180 kg
for leaf width up to 1400 mm
for leaf depth from 50 mm

Supplied as standard package

Integrated door closer complete with screw accessories
and installation instructions.

Also necessary:

E-guide rail with lever and mechanical hold-open device

Hotel InterContinental Resort, Berchtesgaden

" In Germany an additional suitable certificate for the door is necessary with using on smoke and fire doors
¥ Approved with well known smoke detectors (p.e. GEZE RSZ 6) by the DIBt, Berlin
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Integrated door closers

GEZE BOXER

Specification text

Integrated door closer GEZE Boxer E, 24V DC,

certified in accordance with EN 1155,

for single-action doors, leaf depth from 40 mm,

size 2-4 according to EN 1154 A, with guide rail,

with electromechanical hold-open device " hold-open angle
infinitely variable between 80° and approx. 120°

hold-open position can be overridden,

adjustable (when installed) closing force, closing speed,
latching action and back check

The closer is completely installed into the door leaf,
the guide rail is only visible when the door is open.

For right and left closing doors,
up to 130 kg leaf weight and up to 1100 mm leaf width

Finish: silver

Specification text

Integrated door closer GEZE Boxer E, 24V DC,

certified in accordance with EN 1155,

for single-action doors, leaf depth from 50 mm,

size 3-6 according to EN 1154 A, with guide rail,

with electromechanical hold-open device " hold-open angle
infinitely variable between 80° and approx. 120°

hold-open position can be overridden,

adjustable (when installed) closing force, closing speed,
latching action and back check

The closer is completely installed into the door leaf,
the guide rail is only visible when the door is open.

For right and left closing doors,
up to 180 kg leaf weight and up to 1400 mm leaf width

Finish: silver
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Fig. 19-1 - GEZE Boxer size 2-4 with E-guide rail Boxer
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Fig. 19-2 - GEZE Boxer size 3-6 with E-guide rail Boxer

Integrated door closers

19

Integrated
door closers

GEZE Boxer




Integrated
door closers

9]
X
°
I
w
N
L
(U]

Integrated door closers

GEZE BOXER

GEZE Boxer EFS size 4

Integrated door closer with freeswing-function

Product features

= Closer size 4 according to EN 1154

= (loser fully integrated into the door
leaf and the guide rail is only visible
during opening moment

= Closing speed and latching action
are adjustable when installed

= Certified according to EN 1155 and
by DIBt for the use with GEZE smoke
switch control unit RSZ5 and RSZ6

= (loser carries CE indication

= Each commercial cable transmission
can be used for the 24V supply of the
closer which is integrated into the
door leaf

= Low current consumption
45mA with 24V DC

Application range
= Forright hand and left hand single-
action doors
= Forsingle leaf doors
= (losing force 4 for doors with:
leaf weight max. 130 kg
leaf width max. 1100 mm
for leaf depth from 50 mm

Note:

Due to the guideline for determination
plants of the DIBt (German Institution for
Construction Technology) a circuit breaker
is cogently stipulated when using a door
closer with freeswing function.

UTA flush-mounted version ID No. 116266
80 x 80 x 9 mm (height x width x depth)

Mode of operation

The freeswing-function is activated by opening the door to tense the closer
spring once. This will ensure that the closer spindle is held in that position in the
door closer during the electro-hyraulic hold-open mechanism.

The freeswing-function makes it possible to use the door without the resistance
from the closer, for closing and opening. This function is particulary important
in hospitals, nursery schools and sheltered accomodation for the elderly or
handicapped persons.

The use on smoke and fire doors is possible but - as well as with Boxer -

a separate certificate for applicability for the fire door by the door or system
manufacturer is necessary. In case of fire, the door closes automatically,
irrespective of the current angle of opening.

The GEZE circuit breaker UTA is used for manual tripping of magnetic clamps or
electrically actuated door closers:

Switch function: changeover contact

Temperature range: -20° C to +50°

With label “Tir schlieRen”, english version "Close door”
Flush-mounted version

For surface-mounting a standard box ID No. 120503 has to be ordered separately

vvyVvyy
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Integrated door closers

GEZE BOXER

Specification text

GEZE Boxer

Integrated freeswing door closer GEZE Boxer EFS EN 4,

for single-action doors with leaf depth from 50 mm,
according to EN 1155, size 4;

with guide rail; with freeswing-function

which is activated by opening the door once to approx. 90°,
closing speed and latching action adjustable when installed

Integrated
door closers

The closer is completely integrated into the door leaf,
the guide rail is only visible when the door is open.

Finish: silver
GEZE circuit breaker:

() surface-mounted (AP)
() flush-mounted (UP)
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Fig. 21-1 - Integrated freeswing door closer GEZE Boxer EFS size 4 with guide rail
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Fig. 21-2 - Integrated freeswing door closer GEZE Boxer EFS size 4 with guide rail (timber door)
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Integrated door closers

GEZE BOXER

ORDERING INFORMATION

Description Finish ID No.
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size 2-4 099728
GEZE Boxer size 2-4 with axis prolonged by 4 mm 101759
size 2-4 with axis prolonged by 8 mm 101760
38 size 3-6 099735
%Tg GEZE Boxer size 3-6 with axis prolonged by 4 mm 101761
=3 size 3-6 with axis prolonged by 8 mm 101762
with lever, silver 095137
Guide rail for Boxer with lever, with mechanical hold-open” 095141
30 mm, with lever 112161
E-guide rail for Boxer with lever, with electromechanical hold-open 119640
with lever, silver 114141
ISM-guide rail for Boxer for door leaf width 1130-1300 mm 120894
for asymmetrical door partitioning 128597
Mechanical hold-open device (retro-fittable at ISM-guide rail for Boxer) 118437
with lever, silver 114142
E-ISM-guide rail for Boxer for door leaf width 1130-1300 mm 120895
for asymmetrical door partitioning 128598
) ) with lever, silver 104245

Guide rail for Boxer P - - -
with lever, with mechanical hold-open? 104246
E-guide rail for Boxer P with lever, with electromechanical hold-open 120077
GEZE Boxer EFS size 4 with freeswing function 108881
silver 099851
) ) dark bronze 099857

Smoke switch control unit RSZ 6 -

white RAL 9016 099858
RAL colour 099859
Circuit breaker UTA flush-mounted version 116266
Standard box for surface-mounting 120503

" In Germany not permitted for use with smoke and fire doors
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Integrated door closers

GEZE BOXER
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GEZE DOOR TECHNOLOGY

GEZE GmbH
P.0.Box 1363
71226 Leonberg
Germany

GEZE GmbH
Reinhold-Véster-Strale 21-29
71229 Leonberg

Germany

Telefon +49 (0) 7152-203-0
Telefax +49 (0) 7152-203-310

www.geze.com

Germany

GEZE Sonderkonstruktionen GmbH
Planken 1

97944 Boxberg-Schweigern

Tel. +49 (0) 7930-9294-0

Fax +49 (0) 7930-9294-10

E-Mail: sk.de@geze.com

GEZE GmbH

Niederlassung Nord/Ost
Biihringstralle 8

13086 Berlin (Weissensee)
Tel. +49 (0) 30-47 89 90-0
Fax +49 (0) 30-47 89 90-17
E-Mail: berlin.de@geze.com

GEZE GmbH

Niederlassung West
Nordsternstral3e 65

45329 Essen

Tel. +49 (0) 201-83082-0
Fax +49 (0) 201-83082-20
E-Mail: essen.de@geze.com

GEZE GmbH

Niederlassung Mitte
Adenauerallee 2

61440 Oberursel (b. Frankfurt)
Tel. +49 (0) 6171-63610-0

Fax +49 (0) 6171-63610-1
E-Mail: frankfurt.de@geze.com

GEZE GmbH

Niederlassung Stid
Reinhold-Voster-StraRe 21-29
71229 Leonberg

Tel. +49 (0) 7152-203-594

Fax +49 (0) 7152-203-438
E-Mail: leonberg.de@geze.com

GEZE Service GmbH NL Stidwest
Reinhold-Voster-Stral3e 25
71229 Leonberg

Tel. +49 (0) 7152-92 33 34

GEZE Service GmbH NL Nord-Ost
BuhringstraRe 8

13086 Berlin (Weissensee)

Tel. +49 (0) 30-47 0217 32

GEZE Service GmbH NL West
Nordsternstra3e 65

45329 Essen

Tel. +49 (0) 201-830 82 16

GEZE Service GmbH NL Mitte
Feldbergstrasse 59

61440 Oberursel

Tel. +49 (0) 6171-63 61 03

GEZE Service GmbH NL Stid
Keltenring 10

85658 Egmating

Tel. +49 (0) 8095-87 13 61

Austria

GEZE Austria GmbH
Mayrwiesstra3e 12

5300 Hallwang b. Salzburg
Tel. +43-(0)662-663142

Fax +43-(0)662-663142-15
E-Mail: austria.at@geze.com

Baltic States

GEZE GmbH Baltic States office
Dzelzavas iela 120 S

1021 Riga

Tel. +371 (0) 67 8960 35

Fax +371 (0) 67 89 60 36
E-Mail: office-latvia@geze.com

Benelux

GEZE Benelux B.V.

Leemkuil 1

Industrieterrein Kapelbeemd
5626 EA Eindhoven

Tel. +31-(0)40-26290-80

Fax +31-(0)40-26 290-85
E-Mail: benelux.nl@geze.com

Bulgaria

GEZE Bulgaria - Trade
Representative Office

61 Pirinski Prohod, entrance B,
4th floor, office 5,

1680 Sofia

Tel. +359(0) 24704373

Fax +359 (0) 24 70 62 62

E-Mail: office-bulgaria@geze.com

GEZE REPRESENTATIVE

China

GEZE Industries (Tianjin) Co., Ltd.
Shuangchenzhong Road
Beichen Economic Development
Area (BEDA)

Tianjin 300400, PR. China

Tel. +86(0)22-26973995-0

Fax +86(0)22-26972702

E-Mail: Sales-info@geze.com.cn

GEZE Industries (Tianjin) Co., Ltd.
Branch Office Shanghai

Unit 25N, Cross Region Plaza

No 899, Ling Ling Road,

XuHui District

200030 Shanghai, PR China

Tel. +86 (0)21-523 40 960

Fax +86 (0)21-644 72 007

E-Mail: chinasales@geze.com.cn

GEZE Industries (Tianjin) Co., Ltd.
Branch Office Guangzhou

Room 17C3

Everbright Bank Building, No.689
Tian He Bei Road

510630 Guangzhou

PR.China

Tel. +86(0)20-38731842

Fax +86(0)20-38731834

E-Mail: chinasales@geze.com.cn

GEZE Industries (Tianjin) Co., Ltd
Branch Office Beijing

Room 1001, Tower D

Sanlitun SOHO

No. 8, Gongti North Road,
Chaoyang District

100027 Beijing, PR.China

Tel: +86 (0)10-5935 9300

Fax: +86 (0)10-5935 9322
E-Mail: chinasales@geze.com.cn

France

GEZE France S.AR.L.

ZAC de I'Orme Rond

RN 19

77170 Servon

Tel. +33-(0)1-606260-70
Fax +33-(0)1-606260-71
E-Mail: france.fr@geze.com

Hungary

GEZE Hungary Kft.

Bartok Béla ut 105-113.

Budapest

H-1115

Tel. +36 (1) 481 4670

Fax +36 (1) 481 4671

E-Mail: office-hungary@geze.com

Iberia

GEZE Iberia S.R.L.

Pol. Ind. El Pla

C/Comerc, 2-22, Nave 12
08980 Sant Feliu de Llobregat
(Barcelona)

Tel. +34(0)9-02194036

Fax +34(0)9-02194035

E-Mail: info@geze.es

Id.Nr. 091609 - Vers. EN 100715 - Subject to alterations

India

GEZE India Private Ltd.

MF 2 & 3, Guindy Industrial Estate
Ekkattuthangal

Chennai 600 097

Tamilnadu

Tel. +91 44 3061 6900

Fax +91 44 3061 6901

E-Mail: office-india@geze.com

Italy

GEZE Italia Srl

Via Giotto, 4

20040 Cambiago (MI)
Tel. +3902950695-11

Fax +3902950695-33
E-Mail: italia.it@geze.com

GEZE Engineering Roma Srl
Via Lucrezia Romana, 91
00178 Roma

Tel. +3906-7265311

Fax +3906-72653136
E-Mail: roma@geze.biz

Poland

GEZE Polska Sp.z 0.0.

ul. Annopol 21

03-236 Warszawa

Tel. +48 (0)22 440 4 440
Fax +48 (0)22 440 4 400
E-Mail: geze.pl@geze.com

Romania

GEZE Romania s.r.l.

IRIDE Business Park,

Str. Dimitrie Pompeiu nr. 9-9a,
Building 10, Level 2, Sector 2,
020335 Bucharest

Tel.: +40(0) 21 2507 750

Fax: +40 (0) 21 2507 750

E-Mail: office-romania@geze.com

Russian Federation

GEZE GmbH Representative
Office Russia

Kolodesnij pereulok3, str. 25
Office Nr. 5201-5203

107076 Moskau

Tel. +7 (0) 49 55 89 90 52

Fax +7 (0) 49558990 51
E-Mail: office-russia@geze.com

Scandinavia - Sweden
GEZE Scandinavia AB
Mallslingan 10

Box 7060

18711 Taby, Sweden

Tel. +46(0)8-7323-400

Fax +46(0)8-7323-499
E-Mail: sverige.se@geze.com

Scandinavia - Norway

GEZE Scandinavia AB avd. Norge
Industriveien 34 B

2073 Dal

Tel. +47(0)639-57200

Fax +47(0)639-57173

E-Mail: norge.se@geze.com

Scandinavia - Finland

Branch office of GEZE Scandinavia AB
Herralantie 824

Postbox 20

15871 Hollola

Tel. +358(0)10-4005100

Fax +358(0)10-4005120

E-Mail: finland.se@geze.com

Scandinavia - Denmark

GEZE Danmark

Branch office of GEZE Scandinavia AB
Hgje Taastrup Boulevard 53

2630 Taastrup

Tel. +45(0)46-323324

Fax +45(0)46-323326

E-Mail: danmark.se@geze.com

South Africa

DCLSA Distributors (Pty.) Ltd.

118 Richards Drive, Halfway House,
Ext 111

P.O. Box 7934, Midrand 1685

Tel. +27(0)113158286

Fax +27(0)113158261

E-Mail: info@dclsa.co.za

Switzerland

GEZE Schweiz AG
Bodenackerstrasse 79

4657 Dulliken

Tel. +41-(0)62-2855400

Fax +41-(0)62-2855401
E-Mail: schweiz.ch@geze.com

Turkey

GEZE GmbH Tiirkiye - Istanbul
irtibat Biirosu

Atasehir Bulvari, Ata 2/3

Plaza Kat: 9 D: 84 Atasehir
Kadikdy / istanbul

Tel. +90 (0) 2164554315
Fax +90(0) 21645582 15
E-Mail: office-turkey@geze.com

Ukraine

Reprasentanz GEZE GmbH Ukraine
ul. Vikentiya Hvoyki, 21,

office 151

04080 Kiev

Tel. +38 (0) 44 49 97 725

Fax +38 (0) 444997 725

E-Mail: office-ukraine@geze.com

United Arab Emirates/GCC
GEZE Middle East

P.O. Box 17903

Jebel Ali Free Zone

Dubai

Tel. +971(0)4-8833112

Fax +971(0)4-8833240
E-Mail: geze@emirates.net.ae

United Kingdom

GEZE UK Ltd.

Blenheim Way

Fradley Park

Lichfield

Staffordshire WS13 8SY
Tel. +44(0)1543443000
Fax +44(0)1543443001
E-Mail: info.uk@geze.com






