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DESCRIPTION

Johnstone’s Trade High Build Zinc Rich Primer is a single pack
rust inhibiting primer for use on iron and steel. Suitable as a
primer for many paint systems, as a finish coat in its own right
and also for repairing galvanised steel. Prevents spread of
corrosion beneath the paint film resulting from scratches and
chips. Primes iron, steel, galvanised steel and ferrous metal
substrates.

RECOMMENDED USES

INTERIOR & Primes iron, steel, galvanised steel and ferrous
metal substrates.

SPECIAL PROPERTIES

Prevents spread of corrosion beneath paint film resulting
from scratches and chips.

COLOUR RANGE

Grey.

FINISH VOLUME SOLID
Matt. 40%.

COVERAGE

P Johnstone’s Trade High Build Zinc Rich Primer will
cover approximately 10 square metres per litre
M2/urRe depending on the nature and porosity of the surface
I being painted.

10

FILM THICKNESS
Wet: 100um, dry: 40pm.

DRYING TIME
RECOAT Touch dry in 4-6 hours. Recoatable after 16-24

I hours under normal drying conditions.

TRANSPORTATION & STORAGE

To avoid the risk of spillage, always store and transport in a
secure upright position. STORE AWAY FROM HEAT AND FLAME.

THINNER

Cleaner: Johnstone’s Trade TC1

VOC CONTENT
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High Build Zinc Rich Primer

KEY PROPERTIES

e Repairs damaged galvanised metal

e Primes metal surfaces
e Excellent adhesion

PREPARATION

Grit blast steel to SIS-Sa 2 ‘2 1/2’. Wire brush galvanised steel
to remove corrosion and degrease with a suitable Cleaner and
Degreaser. For more information and free Johnstone’s Trade
datasheets call 01924 354354 or visit www.johnstonestrade.com

APPLICATION

APPLICATION Ensure maximum ventilation during application
and drying. Stir thoroughly before use. Suitable for
!!% application by brush or roller.

CLEANING

CLEAN IN Remove as much product as possible from
THINNERS . . . .

application equipment before cleaning. Replace
lid firmly. Clean equipment immediately after use
with Johnstone Trade TC1 Thinner and Cleaner.
Some local authorities have special facilities for the
disposal of waste coatings. Do not empty product
into drains or watercourses.

PRECAUTIONS

* Keep out of reach of children
® Avoid contact with skin and eyes
® Do notingest
¢ |f medical advice is needed have container or label to hand
o Please refer to Product Label & Safety Data Sheet (SDS)
for hazard warnings and information on safe handling/use/
transport/storage/disposal/emergency
® SDS available : www.johnstonestrade.com or call
01924 354354

SIZE

1 Litre and 5 Litre.

For more information on our products and services call 01924 354354

or visit www.johnstonestrade.com.



